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Measuring just 120mm x 60mm x 30mm the tripmeter is designed to be light and transportable. The black digits are backlit and indicate distances in the format 123.456 on one (Total) screen and 123.456 on a second (Trip) screen. Four digits are shown at any one time, the screens can be swapped and the digits can be shuffled along to show the area of the six digit format which is of interest from say 123.4 km to 3.456 km as in the example. The format could read in miles instead of km. The tripmeter head is fitted with a plug and lead so that it is easily removed from the vehicle, leaving a sensor and a socket in that vehicle. Survmaster Compact 1 precision tripmeter. Wiring: The tripmeter plugs into the socket provided. Do not cut into the wiring section between the tripmeter and its' plug. The socket has two cables coming from it. The black power cable contains a brown wire which should be connected to +12 volts via a quarter amp fuse and a switch if you do not wish to use the plug as an on/off connector. The green/yellow wire in the black cable should be connected to -12 volts. The grey cable coming from the socket should have three wires in it and is connected to the sensor. If it is the speedometer cable type sensor the three colours will go to three matching colours on the sensor. On no account should the wires in the grey cable be connected to anything other than the sensor or damage will occur. The sensor is fitted to the speedometer cable so that the inner rotates freely with the inner core of the speedometer cable. 

Calibration: Set the four rotary switches to 0000. Take care never to press the + and – switch controls at the same time, or mechanical damage may result. Switch on the tripmeter and proceed to the start of a measured kilometre or mile according to which units you wish to use. Press the Z button to zero the screen you are using and drive the measured distance. The screen flashes alternately as CAL then a four digit number. This four digit number will increase until you reach the end of your measured distance where you should stop. Enter this four digit number onto the rotary switches. Your tripmeter is now calibrated for the car's present combination of gears and tyre size. Note this number and repeat the procedure if you have other tyres or gears you wish to fit during the period of use.

Operation: The digits are permanently backlit, but pressing the L button will increase the backlight intensity whilst the button is pressed. The two screens that are available are selected by alternate presses of the S button. Most buttons need to be pressed for about a quarter of a second to register them. The screen announces 'tot' or 'trip' as an indication of which screen has been selected. Also the 'trip' screen's decimal point flashes whereas the 'total' decimal point is permanent. The viewing area of each (which digits) is moved about with the M button, and can be different for each screen. The value of these digits can be edited by using the H button to select appropriate digits and the M button to amend them. Pressing the H button until all digits have been selected will quit the digit edit mode. The Z button zeros the screen currently being viewed. The R button reverses the direction of count and the words UP and Dn will follow operation of this button as a reminder of the direction selected.  Manuals are available on www.survmaster.com

